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Logo de gamme

5 Dual Arm 35

5 Dual Arm 11
5 Dual Arm 25

5-AXIS / 5 ACHSEN
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5 Dual Arm 11 - 5 Dual Arm 25 - 5 Dual Arm 35

The new Dual Arm robot range offers 5 CNC Axis Dual Arm solutions for three plates mould applications for 
IMMs from 30 to 500 tons. This range of 5 CNC servo picker is designed with one main arm for Pick-and-
Place of parts with a pneumatic wrist rotation of 0-90° and of a second arm for sprue unloading.
Die neue Baureihe 5 Dual Arm bietet mit 2-Vertikal-Achsen und insgesamt fünf CNC-Achsen die ideale 
Lösung für Ihre Entnahmeaufgaben aus 3-Platten-Werk-zeugen von Spritzgießmaschinen von 30 bis 500 t. 
Die erste Vertikalachse ist mit einer pneumatischen R1 Drehachse für die Formteilentnahme ausgelegt und die 
zweite Vertikalachse kann gleichzeitig den Anguß entnehmen. 

The simultaneous drive of 5-axis allows the optimization of intervention time in the mold.
Durch die Simultansteuerung der fünf Roboterachsen können die Werkzeugeingriffszeiten optimiert werden.
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30-150 T
100-300 T
250-500 T

 5DA-11 5DA-25 5DA-35

Mold clamping force - Indication Metric Tons 30 - 150 T 100 - 300 T 250 - 500 T

Mold clamping force - Indication US tons  33 - 165 t 110 - 331 t 276 - 551 t

Transversal layout on IMM only

Horizontal stroke (mm/in.) Can be adapted by 500 mm/20 in. steps 1500/59 - 3500/138  1500/79 - 6000/236 2000/98 - 6000/236

Strip stroke main and sub arm shared (mm/in.) 500/20 490/19 750/30

Vertical stroke main arm (mm/in.) : direct (std) - telesc (option) 1000/39 1200/47 - 1400/55 1400/55 -1800/71

Vertical stroke sub arm direct (mm/in.) 1000/39 - -

Vertical stroke sub arm telescopic (mm/in.) - 1400/55 1400/55

R1 pneumatic rotation on main arm (0-90°)

Maximum load (parts + EOAT) (kg/lb) 5/11 10/22 15/33

Floor-standing control cabinet

Visual 2 (5 axis control cabinet)


